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95 mm	/	3.74"

width	63 mm	/	2.48"

95 mm	/	3.74"

width	63 mm	/	2.48"

Impeller article number  09-819B
Neoprene (for cooling)

replaces Jabsco 836-0001 Europe&

17935-0001 USA

Impeller article number  09-819B-9
Nitrile (oil resistant)

replaces Jabsco 836-0003 Europe&

17935-0003 USA

Impeller article number  09-1029B
Neoprene (for cooling)

replaces Jabsco 836-0001 Europe&

17935-001 USA

95 mm

width	63 mm

}

F8

F8

95 mm

width	63 mm

}
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95 mm	/	3.74"

width	88,5 mm	/	3.48"

Impeller article number  09-802B
Neoprene (for cooling)

replaces Jabsco 6760-0001 Europe&USA

}

Impeller article number  09-814B
Neoprene (for cooling)

replaces Jabsco 21676-0001 Europe&

17936-0001 USA

F9

F9

95 mm	/	3.74"

width	88,5 mm	/	3.48"

}

}
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95 mm

width 130 mm / 5.12"

}
	/	3.74"

Impeller article number  09-820B
Neoprene (for cooling)

F95
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Notes



Johnson Pump

Johnson Pump Marine Nastagatan 19, P.O. Box 1436, SE-701 14 Orebro, Sweden, Phone 46 19 21 83 00, Fax 46 19 27 23 72
Johnson Pumps of America, Inc. 1625 Hunter Road, Suite B, Hanover Park, Illinois, 60133, USA, Phone 847-671-7867, Fax 847-671-7909

Johnson Pump (Australia) Pty. Ltd. P.O. Box 427, Cannon Hill, QLD. 4170, Australia, Phone 617 3899 9933, Fax 61 7 3899 8574
 www.johnson-pump.com/jpmarine
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